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Background 
 

In  the 1920’s, The Bruce, Russell, Douglas neighborhood, known as  the Wieber Reality Company’s 

Metropolitan  Beach  Subdivision  No.  1, was  constructed.    The  sewer  system was  designed  as  a 

combined  sewer.    This meant  each  property  had  a  single  lateral  pipe  that  collected  the  house 

sanitary waste and the storm water from the gutters and downspouts and channeled everything to a 

single  sewer main below  the  street.   Over  time  the additional  flow during  the  rain events would 

cause the sewer to surcharge and back up into the homes, flooding the basements.   
 

In the 1950’s, a separate storm sewer was  installed to help reduce the flooding and each property 

was given a separate storm and sanitary lateral.  A sanitary sewer overflow (SSO) was constructed to 

help  relieve  the  sanitary  sewer  surcharge  and  reduce  basement  flooding.    The  SSO  diverted  the 

extra water  from  the  sanitary  sewer  during  rain  events  into  the  storm  sewer, which  eventually 

discharges into Lake Erie.   
 

In the 1970’s, The Federal Clean Water Act (CWA) was enacted by the government increasing sewer 

regulations and  restrictions  to help  reduce  the pollution of our natural waterways and which also 

made SSO’s and similar types of cross connections illegal.   
 

In 2009, the US EPA issued The City of Bay Village a Findings and Orders to eliminate all SSO’s.  This 

meant  the  City  is  now  required  by  law  to  eliminate  the  SSO  that was  discovered  for  the  Bruce, 

Russell, Douglas neighborhood. 

 

 

Completed Activities 

 

Winter 2011 

The storm sewer mains were dye tested to check for leaks which may be entering the sanitary sewer 

mains,  contributing  to  the number of basement  flooding.    It was determined  that  there were no 

leaks in the storm sewer mains and any additional storm sewer water may be entering the sanitary 

sewer from the private properties. 

 

Spring 2012 

Individual homes were dye  tested  to see  if  their gutter downspouts were connected  to either  the 

storm sewer or sanitary sewer.  120 homes were tested.  39 homes (33%) failed.  It was determined 

that an additional 50,000 gallons of rainwater was entering the sanitary sewer main from improper 

connections. 

 

Summer 2014 

The Individual home foundation drain tile was dye tested to see if they were connected to the storm 

sewer or  sanitary  sewer.   Ground water  from  rain events would also contribute  to  the additional 

storm water going into the sanitary sewer.  120 homes were tested.  95 homes (80%) failed. 

   



Summer 2015 

The City contracted with CT Consultants to provide an Enhanced Pilot Study of the sewer system in 

this area using the data collected over the past few years.  In September of 2015, the City provided a 

Town Hall Meeting to present the findings and update the public on the status of the study. 

 

 

Current Activities 

 

The City is completing the study conducted by CT Consultants to review and develop a program with 

some engineering options on how to reduce rain water infiltration into the sanitary sewer, eliminate 

the existing SSO’s and to help reduce basement flooding during rain events in the study area.  These 

recommendations  will  be  presented  to  the  City,  along  with  probable  cost  estimates  of  the 

engineer’s recommendations. 

 

City Council will review and decide on the option considered to be  in the best  interest of  the City 

and residents to address the flooding and SSO issues 

 

 

Future Activities 

 

Spring – Fall 2016 

The City intends to contract with an engineering consultant to design sewer improvements based on 

the  information  found  in  the  study.    Drawings  and  specifications will  be  prepared  and  used  to 

publically  advertise  and  bid  for  Contractors  to  perform  the  work  for  the  proposed  sewer 

improvements. 


